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NOTICE

Several pieces of equipment for the Henderson, such
as the magneto, generator, battery, etc., are made by
manufacturers other than ourselves. The manufac-
turers of these parts are anxious that all users shall
obtain satisfactory service and will welcome a chance
to help you in case you should experience any trouble
with their products. Some of these pieces of equip-
ment require complicated and highly specialized manu-
facturing process, so that service can best be given by
the manufacturers themselves. For service, repairs,
adjustments, parts or information pertaining to any of
these pieces of equipment, please communicate direct
with the manufacturers whose names are given below:

MAGNETO SIMMS MAGNETO CO.,
East Orange, N. J.

GENERATOR SPLITDORF ELECTRICAL CO.,

392 High St., Newark, N. J.

BATTERY WICO ELECTRIC CO.,
Springfield, Mass.

CARBURETOR ZENITH-DETROIT CORPORATION,

Foot of Hart Ave., Detroit, Mich.

HORN REMY ELECTRICAL DIVISION, General
Mbotors Co., Klaxon Branch, Newark, N. J.

HEADLAMP C. M. HALL LAMP CO.,

Kenosha, Wis.

AMMETER WESTON ELECTRICAL

INSTRUMENT CO.,
Waverly Park, Newark, N. ]J.

TAIL LAMP CORCORAN-VICTOR CO.,

Cincinnati, Ohio
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When ordering a frame, be sure to state whether the new low
frame or the old high frame is required. The gasoline tank and
other parts of the new low frame model WILL NOT FIT the
old high frame model.

All of these parts of the new low frame model will not fit the
old high frame model. Therefore, when ordering any of these
parts you can prevent mistakes by stating whether they are
wanted for the new low frame or old high frame models.

To install the new high lift camshaft in the old models it is
necessary to make some alterations to the crankcase as shown
on Service Bulletin No. 7. Also, the new style tappets and
guides must be used, or the old ones must be altered in ac-
cordance with the Service Bulletin,

In the latest gear shifting mechanism, the shifter lever slides
on a stationary shaft and is held in the different shift positions
by means of a new spring and ball lock. All adjustments are
made from the outside of the transmission case. To install these
new shifter parts some crankcase alterations are necessary
which are shown on Service Bulletin No. 8.

The latest baffle plates which baffle the cylinder openings as
well as the tappets, are shown on Service Bulletin No. 2 which
gives instructions for installation in old models.

The clutch release shaft has been strengthened by increasing
the diameter from 9/16” to 19/32”. To install the latest shaft
it will be necessary to drill or ream the clutch release fork to
take the new 19/32"” shaft and to enlarge the hole in the crank-
case for the end of the shaft accordingly.

The new Hendersons are equiglped with engine sprockets hav-
ing a single keyway for a special No. 9 Woo key. Sprockets
for the old models had four keyways for No. 6 keys. When
ordering engine sprockets or spline shafts be sure to specify
whether they are wanted with ONE or FOUR keyways.

Many of the parts for front and rear Timken hubs are inter.
changeable, as you will notice from the parts list. Timken
bearings can be installed in old model ball bearing rear hubs
by means of our Timken Conversion Set, in which a pair of
sgaecia] adapter cups are used in the ends of the old hub re-
placing the old ball cups. For the front, it is necessary to build
up a new wheel using one of the new Henderson Timken Hubs.
BE SURE TO PLACE FRONT WHEEL IN THE FRAME
WITH THE ADJUSTING CONE ON THE LEFT SIDE.
THIS ADJUSTING CONE HAS A RIGHT HAND THREAD .
AND WHEN PLACED ON THE LEFT SIDE OF THE
FORK IF IT SHOULD EVER WORK LOOSE, REVOLU-
TION OF THE WHEEL WILL NOT TIGHTEN UP AND
PINCH THE BEARINGS.

A great proportion of the motor troubles are caused by inferior
oil. We have been using and recommending Valvoline Oil for
several years. We know: that riders and dealers who use
Valvoline Oil will have an absolute minimum amount of motor
trouble. For your own protection insist upon Valvoline Oil
which can be purchased trom the Valvoline Oil Co., 60 Broad-
way, New York City, or 108 North Clinton St., Chicago, or
from any of their branches,

Unless you have been buying parts from us and have an estab-
lished account, enclose money order or stamps to cover parts
and transportation. We cannot open small accounts with in- -
dividuals, so cash with your order is necessary. Unless you do
send a remittance with your order, shipment will be delayed.

ALL PRICES ARE SUBJECT TO CHANGE WITHOUT NOTICE
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Henderson“DeLuxe Model” Parts List

Superseding All Previous Lists

GCRIGD

To prevent mistakes and to avoid delay in parts shipments always specify the number
of your motor and the model of your machine. Also give the photo number and parts
number as well as the names of the parts as listed‘in this catalog. This will enable our
Parts Department to fill your orders accurately and promptly. :

Remember, if you do not tell us just what you require and give us the
parts numbers we have no way of knowing what you need.

Orders for parts except from our regular dealers must always be accompanied by
money orders or stamps for full payment. We cannot open accounts for small amounts
with individual owners, so cash with order is necessary. Be sure to include money for
transportation charges on the parts you are ordering.

If you desire to write about some- other matter when ordering parts, fill out your
parts order on a separate sheet from the letter. In other words, do not order parts on
the same sheet of paper on which you are writing your letter. This will enable us to give
better attention to the parts order and to your letter. Be sure to put your name, address
and full shipping instructions on all orders.

Remember that by making your orders clear and easy to understand you will enable
us to take care of your requirements quickly and correctly. If we do not understand
what you want, we may ship you the wrong parts or we may have to hold up your order
and write to you for further information. For instance, if you wanted to order an oil
filler extension, this should be specified: One No. 62—K1116 Oil Filler Extension
for 1923 Henderson Motor, No. 9573.

A telegraphic code consisting of five letters words is given for economizing when
ordering parts by wire. When telegraphing rush orders, be extremely careful to use the
correct code words for the parts desired. Thus, to order an oil filler extension for a
Henderson DeLuxe model, simply wire us ‘“One WODDA”’ which is the code word for
this part.

When returning parts to us for repairs or replacement a letter should be sent to us
at the same time giving full information and detailed instructions as to what is desired.
Be sure that the parts are plainly tagged with your name and address and that trans-
portation charges are prepaid.

When ordering parts place yourselves in our position for the moment. Read over
your order and consider whether or not you would understand just what was wanted
if you were filling orders in our Parts Department.

Prices are subject to change without notice.

EXCELSIOR MOTOR MFG. & SUPPLY CO.
3701 Cortland St. Chicago, Illinois

Printed in U.S. A. [2]



HENDERSON “DELUXE MODEL”

MOTOR PARTS—(Plates I-I)

Photo No.

Code

WOBUM
WOBUP
WOBUS
WOCAJ
WOCAK
WOCAN
WOCAR
WOCAT
WOCAV
WOCAX
WOCBA
WOCBI
WOCBY
WOCCA

- WOCCI

WOCDE
WOCDO
WOCEB
WOCED
WOCEF
WOCEG

WOCEL -

WOCEM
WOCEP
WOCEX
WOCEZ
WOCFI
WOCFY
WOCGA
WOCGI
WOCHE
WOCHO
WOCHU
WOCIB
WOCIK
WOCIC
WOCIE
WOCIG
WOCIH
WOCIL

WOCIO

WOCIP
WOCIS
WOCIV
WOCKE
WOCKO
WOCKU
WOCLI
WOCLY
WOCME
WOCMO
WOCNA
WOCNI
WOCNY
WOCOB
wWOCoC
WOCOF

WOCOG -

WOCOL
WOCOM

WOCOP -

WOCPE
WOCPO
WOCRU
WOCSE
WOCSO
WOCSU
WOCsU
WODAF
WODAG
WODAL
WODAM

Parts No.

K-1000
K-1100
K-195
K-1910
K-1910-A

K-1910-B -

K-1950
K-1950-A
K-1950-B
K-1912
K-1912-
K-1912-A
K-191
K-1900
K-1906
K-1905
K-1908
K-195
K-1910
K-1914
K-1915
K-1912
K-1912-A
K-1927
K-1957
K-1955
K-1933
K-1930
K-1928
K-1929

K-1934
XK-2607
K-1305
K-1306
K-1307

- K-1300

K-1301
K-1018
K-1017
K-1020
K-1019
K-1022
K-1021
K-1023
K-1024
K-1028
K-1013
K-1037
K-1036
304-W

208-N :.

K-1029
K-1014
K-1037
K-1034
K-10131%
K-1037
K-1028
K-1016
K-1038
K-1101
K-1102
XK-1512
KD-1863
KD-1864
KD-1862
KD-1862
KD-1865
K-1008
302-W
KD-1063

NAME Price
Crank Case, Upper Half Only ... $65.00
Crank Case, Lower Half Only.... .. 26.00
Four Ring Alloy Piston, Complete... . 6.25
Four Ring Alloy Piston, Only, Standard. _........................ ... ... 5.25
Four Ring Alloy Piston, Only, .010” OVErSiZe. .o 5.25
Four Ring Alloy Piston, Only, .020” Oversize.. .. 5.25
Piston Wrist Pin, Standard..._......................... .. .45
Piston Wrist Pin, .005” Overswe ..... .45
Piston Wrist Pin, .010” Oversize. ... oo 45
Piston Ring for Four Ring Piston, Standard, Left-hand Cut.... e W25
Piston Ring for Four Ring Piston, Standard, Right-hand Cut........ .. . .25
Piston Ring for Four Ring Piston, Standard, .020” Oversize.................... .25
Cast Iron Piston, Complete with Rings...................coooooooil i L 3.00
Cast Iron Piston, Only ... e 2.00
Cast Iron Piston Rings, Standard.. ... ... ... ... .. .25
Cast Iron Piston, Only, .020” OVErSiZe. .o 2.10
Cast Iron Piston Ring, .020” Oversize................... oo, .25
Alloy Piston, Two Rings, Complete with Rings............................._. 6.25
Alloy Piston, Only (Two Ring Type)..........coooiiiiiiiiiiiieeeeee 5.75
Alloy Piston, Only (Two Ring Type) .010” Oversize.... ... ............... 5.75
Alloy Piston, Only (Two Ring Type) .020” Oversize ... -5.75
14" Piston Rings for Same, Standard..................... v 25
14" Piston Rings for Same, .020” Oversize... ... .25
Connecting Rod Only (includes Cap No 12) e 2.25
Wrist Pin Screw Locking Plate ... .. ... .03
Wrist Pin Lock Screw.................. e e e et e 12
Connecting Rod Bolt.... e e e e e . .15
Connecting Rod ShiM.. oo . .07
Connecting Rod, Upper Bearmg, Large... e e J95
Connecting Rod, Lower Bearing, Small ... ... ... .95
Connecting Rod Bearing Cap (not sold without rod)
Connecting Rod Bolt Nut, 5/16x24....... ... . ... .05
Cotter Pin . ..o e e .01
Crankshaft Gear, Two Keyways, Straight Cut Teeth ... . .75
Crankshaft Gear, Two Keyways, Sptral Cut Teeth ... .75
Special Offset Key... - . . e e .02
Crankshaft ... ... .. ... 25.00
Crankshaft Oil Reducmg Plug .. e e e e e 05
Crankshaft Front Bearing, Lower Half e e e 1,00
Crankshaft Front Bearing, Upper Half .. e i e e e 1,00
Crankshaft Center Bearing, Lower Half . . o 1.3
Crankshaft Center Bearing, Upper Half .. - 1.35
Crankshaft Rear Bearing, Lower Half . 1.35
Crankshaft Rear Bearing, Upper Half .. 1.35
Clutch Bearing, Upper Half .. ) 1.15
Clutch Bearing, Lower Half .. . 1.15
Crankshaft Front and Clutch Bearmg Shim... .10
Crank Case Front Bearing Cap for Crank Shaft... .75

Bearing Cap Plate, Front.... D . .05

Crank Case Main Bearing Stud 38"x2 19/32” ................... .10
Crank Case Main Bearing Stud, Lockwasher, ? SOUUR .01
Crank Case Main Bearing Stud Nut, 33"x24___ .05
~ Crankshaft Center Bearing Shim .. . A2
Crank Case Center Bearing Cap for Crank Shaft.. .. ... .86
Bearing Cap Plate Center...: R e e e e .05
Crank shaft Rear Bearing Shlm .................................. .10
Crank Case Rear Bearing Cap for Crank Shaft. ... ..o 1.00
Bearing Cap Plate, Rear... . e e e e .05
Clutch Bearing Shim .. . e e e e e e e e .08
Crank Case Clutch Bearmg Cap e e e e - .80
Bearing Cap Plate, Clutch... e e e .05
Oil Sump Cover e e e e e e e .40
Oil Sump Cover Gasket ... .20
Oil Sump Cover Screw, 10x24x3/” (16 requu‘ed) .............. .02
Bolt Holding Crank Case to Frame, Rear Right.. .. ... .. ... ... .25
Bolt Holding Crank Case to Frame, Rear Left.. ... .25
Bolt Holding Crank Case to Frame, Front ......... v W25
Bolt Holding Crank Case to Frame, Front ... ..o .25
Washer for Bolt, Rear Left. .. e e en e e en e aneanas .10
Nut for Motor Bolt.. ..o et .08
Baffle Plate Screw Lock Washer ... ... . .. .01
Baffie Plate Screw No. 10-2414 (Five Used), Short.......................... .05
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‘Photo No.

114
115
116
117
118
119

Code

WODAS

WODAX
WODAZ

WODBE
WODEO
WODAL
WODCE
WODCO
WODCU
WODDA
WODED
WODEH
WODE]

WODEK
WODER
WODEN
WODAL

WODET
. WODEX

WODFE
WODFO
WODGO
WODGU
WODHA
WODHI
WODIB
WODIC
WODIF

WODIG

WODIL
WODIM
WODIS
WODIY
WODJA
WOD]JI
WODKA

WODKI
WODLE
WODLH
WODLO
WODLU
WODMA
WODMY
WODNO
WODNU
WODOD
WODOH
WODOL
WODO]J
WODOK
WODON
WODOR
WODOT
WODOZ
WODAL
WODPI
WODPY
WODRA
WODRI
WODSA
WODSI
WODSO
WODSY
WODTO
WODUD
WODUJ
WODUK
WODUL
WODUM
WODUO
WODUN
WODAL
WOoDUT
WODUV
WODAL

WOEBA

MOTOR PARTS—(Plates I-II)

Parts No.

KD-1060
K-1002
K-1001
K-1003
K-1004
302-W
214- N
K-1104
K-1118
K-1116
K-1090
K-1054
K-111
K-1110
K-1129
K-1111
302-W
214-N
K- 153

K-1628 .
K-1627

K-1636
165-S
K-1646
K-1635
K-1608
K-1600
K-1620
K-1612
K-1610
- 408-Key
K-1606
K-1607
K-1601
K-1603
- 301-W
K-1613
K-1613
K-1201
302-w
K-1202
K-1090
K-1200
K-1560

XK-1262

K-1558
K-1558-A
K-1203
302-W -
XK-3610
K-5098
K-1704
K-1703-A
K-1703-B
K-1704-A
214-N
302-wW
K-1711

NAME Price

Baffle Plates (Two Used) $ .35
Crank Case Gasket, Left Half. .05
Crank Case Gasket, Right Half ... . .05
Crank Case Gasket, Rear....... .03
Crank Case Flange Bolt U, 28x1 % .05
Crank Case Flange Bolt’ Lockwasher, 14”... 01
Crank Case Flange Bolt Nut, 14”x28” . .05
Crank Case Drain Plug, 14” . .05
Oil Filler Cap .25
Oil Filler Extension .15
0il Pipe Elbow, 90° 25
Fly Wheel Inspection Plug, 14" .05
- Oil Outlet Elbow Flange with Screen 1.15
Gasket for Oil Outlet Elbow...... . . .03
Oil Strainer Reinforcing Ring.... .05
Oil Outlet Elbow Stud .03
Oil Qutlet Elbow Stud Lockwasher. .01
0il Outlet Elbow Stud Nut.... . .05
Qil Suction Pipe, Complete : .60
0il Supply Pipe, Complete ) .50
0Oil Gauge Pipe, Complete....... .40

Qil By-Pass Pipe, Complete, New Style, Center to Center of Nipples, 4” .40
Oil By-Pass Pipe, Complete, Old Style, Center to Center of Nipples, 414” .40

Qil Pipe Union Nipple .02
0Oil Pipe Union Nut .. .05
Intake Valve ) 1.00
Exhaust Valve, lecmme 1.30
Cylinder Valve Guide 40
Cylinder Valve Spring, Exhaust and Intake..... .10
Cylinder Valve Spring Cup.. .03
Cylinder Valve Spring Retaining Pin .02
Cylinder Valve Tappet Assembly, Complete 2.00
Cylinder Valve Tappet Adjusting Screw, 7/32”x32” i .10
Cylinder Valve Tappet Adjusting Screw Nut .05
Cylinder Valve Tappet Guide, i 90
Cylinder Valve Tappet .75
(Old Style Tappet 114” Long—New Style 17" Long)
Cylinder Valve Tappet Guide Gasket .02
Cylinder Valve Tappet Guide Clamp Screw, 10x24x34” ... .coioiiiincnecee .03
Cylinder Valve Tappet Guide Clamp Screw, 12x24x34” ..o ocreeeene .03
Cylinder Valve Tappet Guide Clamp. .10
Camshaft, New Style, High Lift 10.00
Camshaft, Old Style : ... 10.00
Camshaft, Rear Bearing.... 1.35
- Camshaft, Center Bearing Split 1.75
Camshaft, Front Bearing..: 1.50
Camshaft, Key No. 8...... : .02
Camshaft Gear, Straight Cut Teeth 1.50
Camshaft Gear, Spiral Cut Teeth 1.50
Camshaft Gear Locknut, 14”x20” .10
. Camshaft Cotter Pin, 3 /32"x1” : .01
Camshaft Bearing Set Screw Washer. .01
- Camshaft Bearing Set Screw, Front and Rear.. ... 05
Camshaft Bearing Set Screw, Center . : .05
Gear Case Cover Gasket i : .07
Gear Case Cover Screw Lockwasher. .01
Gear Case Cover Screw, Short, 10"x24”x34{” .02
Oil Pipe Elbow. .25
Gear Case Cover...... 3.00
Oil Gauge Locknut, 14"x24” .05
'0il Gauge Felt Washer .05
0Oil Gauge (20 Pounds Pressure)..... . 2.00
0Oil Gauge (50 Pounds Pressure).... 2.00
Gear Case Cover Screw, Long, 10”x24”x114”, for Oil Gauge Strap......... .03
Gear Case Cover, Long Screw Washers for Oil Gauge Strap Screw........ .01
_Gear Case Cover, Long Screw Nuts for Oil Gauge Strap.......ccoceeceeeee .03
Oil GAUZE SErAP. .1 fveieeieccieeiicereceierecie e ereoeaeeceone e sasmnns ‘ 15
Cylinder (Bottom Flange 34” Thick) : 11.00
14" Cylinder Shims . .30
146" Cylinder Shims .30
High Compression Cylinders (Bottom Flange 345" Thick)......ccccooeoveceee 11.00
Exhaust Manifold Stud Nut .05
Exhaust Manifold Stud Lockwasher .01
Exhaust Manifold Stud, 1{”x28” : .05
Inlet Manifold Stud Nut.__._... .05
Inlet Manifold Stud Lockwasher .01

Inlet Manifold Stud, 1{”x28” .05
[5]:
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Photo No.

Code *
120 WOEBI
121 WOEBY
122 WOECA
123 WOECI
124 WOECS
125 "WOECY
126 WOEDE
127 WOCMO
128 WOEDU
129 WOEFA
130 WOEFI
WOEDO
WOEDR
WOEDO
' WOEJU
131 WOEFY
132 WOEGA
133 WOEGH
134 WOEGI
. WOEGL
135 WOEGN
WOEGO
136 WOEHE
137 WOEHL
138 WOEHM
WOEHP
139 WOEHO
140 WOEHS
141 WOEJE
142 WOEJO
143 WODAL
144 WOEKA
145 WOEKI
146 WOEKS
WUJOD
147 WOEKY
148 WOELA
149 WOELB
150 WOELF -
. 151 WOELP
152 WOELS
WODAL
153 WOFAZ
154 WOEMB
155 WOEMH
156 WOEMS
157 WOEMY
WOEDO
WOENA
158 WOENE
159 WOENG
160 WOENO
161 WOEPA
162 WOEPI
WOEPK
WOEDO
163 WOEPS
WOELY
164 WOEPT
165 WOEPU
166 WOERB
WUJOH
167 WOERE
168 WOERK
169 WOERL
170 WOERO
171 WOERY
172 WODAL
173 WOESP
174 WOEST
175 WOESY
176 WOETE
177 WRAOC
178 WOETU
179 WOEVI

MOTOR PARTS—(Plate II)

Parts No.
K-4100

- XK-1157

K-1762
K-1761
H-2484
K-1701
K-1008

304-W

. K-1007
K-1049
K- 106
K-1012

K- 116
K-1012
K-1055
K-1056

226-N
K-1307
K-1305
K-1306
K- 162
K- 151
K-1617
K-1618
K-1573
K-1575

K-1569
K-1557
XK-1718
K-1550
302-W
K-1568
K-1555
XK- 109
K- 150
K-1500
K-1571
K-1206
K- 204
K-1505
214-N
302-W
K-1515
K-1533
K-1532
K-1534
K- 102
K-1012
K- 105
K-1009
306-W
K-1010
K-1049
K- 104
K- 103
K-1012
K-1056
K-1048
K-1010
K-4035
K-4036
K- 149
KD- 146
KD-1487
GK-6149
KD-1486
KD-4398
302-W
214-N
KD- 147
K-1482
K-4005
XK-2373
KD-4021
K-1402

. NAME Price
SPArk PIUG. ..ottt e e ~-$ 1.00
Spark Plug Gasket .. .03
Cylinder Valve Plug. . .. .50
Cylinder Valve Plug Gasket § .05
Cylinder Plug . ] .05
Cylinder Flange Gasket... e teemeameesmeseeseesseseesessesmesesteesesmeseessesiemesseesess .02
Cylinder Stud Nut, 34 %24 .08
Cylinder Stud Lockwasher ______________________________________________________________________________ .01
Cylinder Stud. ... . .. .05
Screw for Cam Idler Gear. .10
Cam Idler Gear, Complete with Bushing, Straight Cut Teeth 1.50
Cam Idler Gear, Oil Pump and Magneto Idler Gear Bushmg., .30
Cam Idler Gear, with Bushing, Spiral Cut Teeth 1.50
Cam Idler Gear Bushing .
Cam Idler Gear Only.. .. ... .. ... e .
Cam Gear Idler Stud .. :
Nut for Cam Gear Idler Stud...
Special Offset Key for Crankshaft Gear .
Crank Shaft Gear, Two Keyways, Straight Cut Teeth. ... .75
Crank Shaft Gear, Two Keyways, Spiral Cut Teeth . .75
Cam Brake Plate Assembly, Old Style (as illustrated) ........................... 1.50
Cam Brake Plate Assembly, New Style. .. .................... .. . 1.50
Cam Brake Plate Spring. ... vt W10
Cam Brake Plate Anchor Stud............. .. .15
Qil Pipe Straight Connection, Used with 20 Pound Gauge........-..._...._.... .08
New Type High Pressure Oil Pipe, Straight Connection, Used wnth 50
Pound Gauge .20
Oil Pipe Straight Connection Locknut .05
Oil Pump Spring, for 20 Pounds Pressure, not Used with 50 Pound Gauge .01
Oil Pump Check Ball, 5/16” .01
Oil Pump CoVer. ... e .75
Oil Pump Cover Stud Lockwasher _____ ern 01
Oil Pump Cover Cap Bolt, 1{”x28.... reeemraremeanemenrerene .. .08
Qil Pump Cover Gasket.. e .02
Oil Pipe Etbow..................o .25
Oil Pump Complete, less Connections. ... 7.35
Oil Pump Boay ..ot 1.75
Oil Pipe Tee Connection e .30
Oil Pump Stud, 5/16"x 18.... .05
Oil Pump Stud Nut . - . e 04
Oil Pump Body Gasket . .02
Oil Pump Lower Gear Stud Nut, 147x 28 ... .. .05
* Oil Pump Lower Gear Stud Lockwasher....................... .01
0Oil Pump Lower Gear Stud.._...... . . .05
Oil Pump, Lower Gear.....__......................... R .70
Oil Pump, Upper Gear....... ... . ... .75
Oil Pump Coupling. ... oo e .30
Oil Pump Driving Gear, with Bushing, Straxght Teeth ... . 1.15
Oil Pump Driving Gear Bushing .30
0il Pump Driving Gear, with Spiral Cut Teeth with Bushing ............... 1.15
Oil Pump Driving Gear Stud, New Style, Supersedes the One Shown... .40
Oil Pump Driving Gear Shaft Lockwasher......... . .03
Oil Pump Driving Gear Shaft Nut, 14”x 20.. .10
Screw for Magneto Idler Gear, %"x 24 . .10
Magneto Idler Gear with Bushing, Straight Cut Teeth... ... 1.00
Magneto Idler Gear with Bushing, Spiral Cut Teeth_...... 1.00
Magneto Idler Gear Bushing . . .30
Magneto Idler Gear Stud. .. ..o e .50
Gasket for Magneto Idler Gear Stud.................. .05
Nut for Idler Gear Stud R .10
Magneto Pulley Nut, 17x 20 .. .o e n .20
Magneto Pulley - J— . e 2.00
Magneto Coupling Complete. ... .. 3.25
" Magneto Coupling Pulley Side, Assembled... ... 125
Magneto Coupling Bolt (Four Used)............ . 20
"Magneto Coupling Plain Washer, Large..................oo oot o -~ .05
Magneto Coupling Disc...... . . .25
Magneto Coupling Bolt Plain Washer, Small.__._..._.. et .03
Magneto Coupling Bolt Lockwasher. e .01
Magneto Coupling Bolt Nut... . 05
Magneto Coupling, Magneto Side, Assembled. ... ... .40
Magneto Shaft Coupling Taper Pin. e J04
Magneto Shaft S S .75
Magneto Shaft Coupling Key, No. 3. g et .02
Generator Belt Case e . J75
Magneto Shaft Bearing Nut, 74"x 147 e e W18

[71





